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Wall-mounted Fan Coils

Wall mounted Fan coils Technical Specification
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Type Unit MKG250 | MKG300 | MKG-400 MKG-500 | MKG-600
Power Source V-Ph-Hz 220-230V~, 1Ph, 50Hz 220-230V~, 1Ph, 50Hz
yo—— Cl:M 250 300 400 500 600
m-/h 425 510 680 850 1020
Sooling Capadily w 2200 2638 3077 4074 4455
Btuh 7500 9000 10500 13900 15200
w 3019 3693 4338 5686 6300
Heating Capacity
Btu/h 10300 12600 14800 19400 21500
Rated Input w 28 40 44 50 60
Rated Current A 0.13 0.18 0.20 0.23 0.27
Indoor sound level (sound pressure level) dB(A) 30/28/23 35/32/27 35/32/27 38/35/31 38/35/31
Water flow LPH 378 454 529 701 766
Water resistance kPa 12 18 22 26 29
Number of rows 2 2 2 2 2
Tube pitch(a)x row pitch(b) mm 21x13.37 21x13.37 21x13.37 21x13.37 21%x13.37
Fin spacing mm 1.5 1.5 1.6 1.5 1.5
Indoor Coil Fin type hydrophilic aluminium hydrophilic aluminium
Tube outside dia. and type mm @©7, bare tube @7, bare tube
Coil length x height x width mm 635x315%26.74 785%315%26.74
Number of circuits 5 5 5 7 | 7
Model YDKS-6A YDK15-4 YDK15-4 YDK18-4
Brand Weilling Weilling Weilling Weilling
Indoor fan motor Input W 23/21120 41133727 41/33/27 44/42/39
Capacitor uF 0.8 1.2 1.2 1 1.5
Speed rimin T40/670/620 1000/860/730 1000/860/730 1030/980/880
Dimension (WxH=D) mm 915 x210x290 1070 x210x315
Indoor unit Packing (WxHxD) mm 1020X300X385 1180X300X410
Net/Gross weight kg 12116 12/16 12/16 15/19
Control mode Remote controller (standard) ( R51/E) Remote controller (standard) ( R51/E)
Water-inlet pipe mminch) 19.1(3/4) 19.1(3/4) 19.1(3/4) 19.1(3/4) 19.1(2/4)
Pipe Water-return pipe mmyinch) 19.1(3/4) 19.1(3/4) 19.1(3/4) 19.1(3/4) 19.1(3/4)
Condensation water-outlet pipe mm D20 @20 D20 D20 D20
Remark:
1. All performance data above is based upon 0Pa ambient static pressure.
2. Cooling capacity test condition: air inlet Temp. : 27DB°019WB°C, water inlet Temp. o e
7°C water Temp. difference 5°C
tel & fax : +98-511-8408204 ( 6 lines-ba¥ )

3. Heating capacity test condition: Air inlet Temp. 20DB°C, water inlet Temp.
50 DB°C, the volume of air and water is same as cooling.

4. Noise level is tested in full-anechoic room.

www.tajhiztahvieh.com info@tajhiztahvieh.com
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4way & 1way cassette fan coils
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Four-way Cassette Type

Compact Four-way Cassette Type

One way Cassette Type

Installation Detail
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( 600~750CFM: 230mm. ) (850~1500CFM: 300mm.)

o

230mm

hra i machie body

—

Uttra thin machine body to easy installation and maintenance:

600~750CFM: 230mm, B50~1500CFM: 300mm.
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Model No. Unit | MKA-800R(A) | MKA-750R(A) MKA-850R(A) MKA-G50R(A) | MKA-1200R(A) | MKA-1500R(A)
) CFM 600 750 850 950 1200 1500
Ao heoe) m°h 1000 1250 1400 1600 2000 2550
: = o w 5718 6987 7268 8220 10390 12866
S Capmany O] Bwh | 19510 23840 24800 26050 35450 43900
. o w 9663 11553 12415 13845 17585 21043
Hedting Gapacty (Hispead) Buh | 32070 39420 42360 47240 60000 71800
Noise (Hi-speed) dB(A) 45 46 47 48 49 49
Water Flow limin 16.4 200 208 236 298 369
Water Pressure Drop kPa 238 252 27 3.2 44 46
Number Of Rows 2 2 2 2
Tube Pitch(A)xRow Pitch(B) mm 21213.37
Fin Spacing mm 1.5
Indoor Coil | Fin Type Hydrophilic aluminum
Tube Outside Dia. And Type mm 97, bare tube
Coil dimension (LxHxW) mm 1959.4x168x26.74 1959.4x252x26.74
Number Of Circuits 8 12
Type Low noise 4-speed fan motor
Number 1
Fan Motor | Model YDK80-6E YDK90-6E
Input w 120/110/100/90 | 120/110/100/90 165/143/116/100
Capacitor uF 3uF/450V 3.5uF/450V 2.5uF/450V 3uF/450V 3.5uF/450V 3.5uF/450V
Auxiliary Electrical Heater kW 21 21 27
Dimension (WxHxD) mm 840%230x840 840x300%840
Indoor Unit | Packing (WxHxD) mm 955%247x955 955x317%955
Net/Gross Weight kg 29/36 35/42
Dimension (WxHxD) mm 950x46x950
Panel Packing (WxHxD) mm 1035%90x1035
Net/Gross Weight kg 619
Control Mode wired controller(optional), remote controller (standard)
Water-Inlet Pipe RC3/4” intemal thread
Pipe Water-Retum Pipe RC3/4" internal thread
Condensation Water-Outlet Pipe EVA+LDPE 3/4" external thread
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Floor standing fan coils
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MKF1(F2) 150 250 300 400 450 500 600 800 900
A (mm) 800 800 1000 1000 1200 1200 1500 1500 1500
B (mm) 584 584 784 784 984 984 1284 1284 1284
C (mm) 500 500 700 700 900 900 1200 1200 1200
D (mm) 526 526 726 726 926 926 1226 1226 1226
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Floor Standing Fan coils Technical Specification

TYPE MKF1(2)-150 | MKF1(2)-250| MKF1(2)-300 | MKF1(2)-400 | MKF1(2)-450
Asrflow C!:M 150 250 300 400 600
m-/h 255 425 510 680 765
. . w 1150 1870 2530 3270 3970
Cooling Capacity
Btu/h 3925 6380 8630 11185 13500
) . w 2540 4170 5640 7220 8850
Heating Capacity
Btu/h 8665 14230 19245 24635 30195
Noise dB(A)| 32 35 a7 39 41
\Water flow LPH 197.8 3216 435.2 556 671
Water resistance kPa 16 10.5 1T 21.1 19.4
Number of rows <} 3 2 2 3
|Tube pitch(a)x row pitch(b) mm 25.4x22 25.4%22 25.4%x22 25.4x22 25.4%22
Fin spacing mm 1.8 1.8 1.8 1.8 1.8
Indoor coil [Fin type Unhydrophilic aluminium
|Tube outside dia. and type mm ©9.53 bare tube
ICoil length x height x width mm | 409x66x254 | 409x66x254 | 609x44x254 | 609x44x254 | 809=x66%x254
Number of circuits 2 2 2 2 3
Number 1 1 1 1 1
Model YDK18-6A | YDK18-6A YSK20-4A YSK20-4A YSK20-6
Ean motor Brand WELLING WELLING WELLING WELLING YONGAN
Input w 28 28 42 42 49
Capacitor uF 1 2 0.8 1 1.2
ISpeed r/min 850 850 935 935 820
Dimension (WxHxD) mm |[B00x626x220|800=626%x220|1000=626x220|1000x626x220(1200x626%220
Indoor unit|Packing (WxHx=D) mm (B89x722x312|889x722x312|1089x722x312|1089x722x312(1289x722x%312
Net/Gross weight kg 22.5/26.5 22.5/26.5 26 /31 26 /31 32.5/38
Control mode wired control
Water-inlet pipe 3/14G 3/4G 314G 3/14G 3/4G
Pipe Water-return pipe 3/4G 3/4G 3/4G 3/4G 3/4G
Condensation water-outlet pipe @16mm @16mm @1Bmm ®16mm P16mm
TYPE MKF1(2)-500 MKF1(2)-600 MKF1(2)-800 MKF1(2)-900
Airflow GI;M 500 600 800 900
m-/h 850 1020 1360 1530
Cociing Capacity w 4850 5640 6520 7850
Btu/h 16550 19245 22200 26800
Heating Capacity w 10280 12240 15350 18200
Btu/h 35075 41765 52375 62100
Noise dB(A) 43 44 46 48
Water flow LPH 834.2 970.2 1131.2 1350.2
Water resistance kPa 20.5 15.2 24.3 21.6
Number of rows 3 2 2 2
[Tube pitch(a)x row pitch(b) mm 25.4%22 25.4x22 25.4x22 25.4%22
Fin spacing mm 1.8 1.8 1.8 1.8
Indoor coil |Fin type Unhydrophilic aluminium
Tube outside dia. and type mm 99.53 bare tube
Coil length x height x width mm 809=66x254 1109x44 %254 1109x44x254 1109x44x254
Number of circuits 3 4 4 4
Number 1 1 1 1
Model YSK20-6 YSK28-4D YSK28-4E YSK74-4E
A i Brand YONGAN WELLING WELLING YONGAN
Input w 49 60 95 138.5
Capacitor uF 2 1.5 2.5 3
Speed r/min 820 755 915 1120
Dimension (WxHx=D) mm | 1200x626x220 | 1500x626=220 | 1500%626x220 | 1500x626x220
Indoor unit |Packing (WxHxD) mm | 1289x722x312 | 1589x722x312 | 1589x722x312 | 1589x722x312
Net/Gross weight kg 32.5/38 39/45 39/45 39/45
Control mode wired control
Water-inlet pipe 3/4G 3/4G 3/4G 3/4G
Pipe Water-return pipe 3/4G 3/4G 3/4G 3/4G
Condensation water-outlet pipe @16mm @16mm @16mm @18mm




Concealed Fan coils Technical Specification
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Model MKT3-200 MKT3-300 MKT3-400 MKT3-500 MKT3-600 MKT3-800 MKT3-1000 MKT3-1200
High speed m°/h 340 510 680 850 1020 1360 1700 2040
CFM 200 300 400 500 600 800 1000 1200
) . m/h 255 382.5 510 637.5 765 1020 1275 1530
Ao Midapend CFM 150 225 300 375 450 800 750 900
Low speed m/h 170 255 340 425 510 680 850 1020
CFM 100 150 200 250 300 400 500 600
Cooling capacity kW 2.1 3.3 42 4.8 5.8 7.9 9.1 11.5
Heating capacity KW 35 53 6.8 7.9 10 13.6 16 20.3
Power supply VIPh/Hz | 220-240/1/50 | 220-240/1/50 | 220-240/1/50 | 220-240/1/50 | 220-240/1/50 220-240/1/50 220-240/1/50 | 220-240/1/50
Power input 12Pa W 34 39 &0 75 95 134 152 189
Sound level 12Pa HilMi/Lo dB(A) 36 38 40 42 44 45 46 47
Water flow m/h 0.36 0.56 0.72 0.83 0.89 1.36 1.56 1.98
Water pressure drop kPa 9.8 11 20 127 17.5 14.4 20.5 35
Type Centrifugal fan | Centrifugal fan | Centrifugal fan | Centrifugal fan | Centrifugal fan | Centrifugal fan | Centrifugal fan |Centrifugal fan
Quantity Pieces 1 2 2 2 2 4 4 4
Fan Material Metal Metal Metal Metal Metal Metal Metal Metal
Diameter mm 150 150 150 150 150 150 150 150
Height mm 200 150 200 200 200 150 150 200
Model YDKI-6M-1 YSK15-4M-1 YSK25-4M-1 YSK30-4M-1 YSK40-4M-1 YSK22-4M-1 YSK3I8-4M-1 YSK45-4M-1
Quantity Pieces 1 1 1 1 1 2 2 2
Matsr Power supply VIPh/Hz | 220-240/1/50 | 220-240/1/50 | 220-240/1/50 | 220-240/1/50 |220-240/1/50 220-240/1/50 220-240/1/50 | 220-240/1/50
Capacitor uF JuF/450V 1uF/450V 1.8UF/450V 2.5UF/450V | 2.5UF/450V 2.5UF/450V 3UF/500V 3UF/500V
Insulation class B B B B B B B B
Safe class IPX0 IPX0 IPX0 IPX0 IPX0 IPX0 IPX0 IPX0
Number of rows 3 3 3 3 3 3 3 3
;?t::(b) plch(alx  row | 25.4%22 25.4x22 25.4x22 25.4%22 25.4%22 25.4%22 25.4%22 25.4%22
Fin spacing mm 18 1.8 18 18 1.8 1.8 1.8 18
Fin type (code) Unhydrophilic aluminium
Coil Tube outside dia. mm 9.5 9.5 9.5 9.5 9.5 9.5 9.5 $9.5
Tube type light pipe light pipe light pipe light pipe light pipe light pipe light pipe light pipe
Coil length x height mm 485X216 585X216 B85X216 685X216 805X216 1205X216 1310X216 1800X%216
Number of circuits 3 3 3 3 3 4 4 5
Working pressure MPa 1 1 1 1 1 1 1 1
Test pressure MPa 16 16 16 1.6 1.6 1.6 16 1.6
A Water inlet Inch RC3/4" RC3/4" RC3/4” RC3/4" RC3/4" RC3/4” RC3/4" RC3/4"
;‘;’:“*“"‘” Water outiet Inch RC3/4" RC3/4" RCa4" RC3/4" RC34" RC3/4" RCa/4" RC3/4"
Drainage Inch ZG34" ZG3/4" ZG34" 2G3/4" ZG3/4" ZG34" ZG3/4" 2G3/4"
Net dimension mm | 770x534x242 | B27x534x242 | 927x534x242 | 927x534x242 | 1140x534x242 | 1440x534x242 | 1546x534x242 |1835x534x242
Body dimenson ey en mm | B0BX558X265 | B71X558X265 | O71X558X265 | 971X558X265 | 1185X556X265 | 1485X558X265 | 1590X558X265 [1880X558X265
. Net weight kg 18 19 25 25 28 34 ar 44
Body weight -5 L ing weight kg 2 23 28 28 31 37 1 48
Connection Power wiring mm’*No, 1.5%3 1.5X3 1.5X3 1.5X3 1.5%3 1.5X3 1.5%3 1.5X3
wiring Signal wiring mm°xNo. 0.75X2 0.75%2 0.75X2 0.75X2 0.75%2 0.75X2 0.75X2 0.75X2
Control Wired controller
Remark:

1. All performanice data above is based upon 12Pa extemal static pressure of standard products.
2. Cooling capacity test condition: air inlet Temp. . 27DBTHSWB'T, water inket temp, 7°C, water temp, difference 5.
3. Heating capacity test condition: air inlet Temp. : 21DB'C, water inlet Temp. B0°C, the volume of air and water is same as

cooling,

4. Noise level is tested in semi-anechoic room.
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Model MKT3H- Unit BOO(E)G70 1000(E)GT0 1200(E)G70 1400(E)GT0 1600(E)G100 1800(E)G100 2200(E)G100
mih 1380 1700 2040 2380 2720 3080 3740
High
CFM 800 1000 1200 1400 1600 1800 2200
mh 1220 1530 1860 2120 2450 2750 3360
Air Volume Med
CFM 720 800 105 1250 1440 1620 1980
mih 1080 1380 1610 1880 2170 2450 2990
Low
CFM 640 B10 250 1085 1280 1440 1760
Coaling Capacity (HilMed/La) kw 6.6/6.37/6.12 8.8/8.19/7.57 10/9.44/8.53 12/11.47/10.24 14.113.03/11.87 15.8/14.6/13.46 10.9/18.58/17.24
Heating Capacity (HiMed/Lo) KW 9.7/8.54/7.18 13.2/11.48/9.9 15/12.9/11.25 17.0/15.75136 21.2/18.23/15.89 23.8/20.04/117.85 30/26.7/22.5
Electrical Auxiliary Heater (EAH) kW § 5 8 5 9.5 9.5 9.5
External Static Pressure Pa 70 70 70 70 100 100 100
Power Input w 350 3s0 350 350 650 800 850
Noise(HiMed/Lo) dB(A) 48(42/35 50/43/36 51/44/37 52/45/38 54/47/40 B0/53/46 61/54/47
Water Flow Ith 135 1514 1720 2084 2425 2718 3423
Water Pressure Drop kPa B 24 24 36 52 90 130
Fan Motor Type Low noise 4-speed fan motor Low noise 4-speed fan motor
Fan Type Centrifugal, forward-curved Blades Centrifugal, forward-curved Blades
Row 2 I 3 I 3 4 3
Coil
Max, Working Pressure MPa 16 18
Nt Dimension (wih EAH) (WxHxD) mm 945x400%B16 (946%400%876) 1290%400%800 (1290x400%874)
Body Packing (with EAH) (WxHxD) mm 1015=480=857 {1015+480x925) 1368=460xB77 (1366x460%850)
NetGross Weight {with EAH) kg | 50/55(53/58) 52/57(55160) 52/57(55/60) 54/59(57/62) 76/83(8289)
Water-inlet pipe Inch RC3/4 RC3/4
Pipe
Comection | Wateroutiet pipe Inch RC3/4 RC3/4
Drain pipe mm ODo3z oD®32
Note: - :

1. The data is the performance in high speed with 70Pa external static pressure,
2. Coofing Conditions: Entering Water 7°C, Temperature Rise 5°C, Entering Air Temperature 27°C DB, 19°CWB,

Heating Cenditions: Entering Water 50°C, Entering Air Temperature 20°C, the same water flow as the cooling conditions. -
3 Noise level is tested in semi-anechoic room. bis’/
4. The EAH capacity only available with E type unit “ - -

tel & fax : +98-511-8408204 ( 6 lines- Laf )
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